Established 1928

CKW Hydraulik

Aggregate und Werkzeuge

Ogora

HPC-2213W
OGURA Elektro-hydraulische Lochstanze
OGURA Electro-Hydraulic Hole Puncher

Maximale Leistung Maximum Performance

C Doppeltwirkende Hydraulik fur C
schnelles Stanzen und kraftvollen
Ruckzug.

Double-acting hydraulics for fast
punching and powerful retraction.

C Easy to position thanks to a special
mechanism.

€ Strongest OGURA punch
Maximum diameter with
maximum material thickness

C Leicht zu Positionieren dank
speziellem Mechanismus.

C Starkste OGURA-Stanze
Maximaler Durchmesser bei
maximaler Materialstarke

C Max. LochgroRe: C
@24mm / t12mm (Baustahl)

€ Max. Materialstarke: ®
@22mm / t13mm (Baustahl)

Max. hole size:
@24mm / t12mm (MILD STEEL)

Max. material thickness:
@22mm / t13mm (MILD STEEL)
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T Max. @ Mat.-starke Ausladung Abmessung Gewicht
Type Max. @ | Mat.-thickness | Throat depth Dimension Weight
yp mm mm mm mm kg
HPC-2213W 24 13 50 523x227xH463 28,5
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Flat Bar Angle Steel H-Steel

o =
Max. 100 x t13 Min. 60 x 60 x t4 Min. 125 x 125 Min. 125 x 65
{center punching) Max. 100 x 100 x 113  Max. 450 x 200 Max. 300 x 80

Rundloch-Stempel und Matrizen
Round punch and die

Materialstarke Materialstarke Materialstarke
(7] Stempel Matrize Baustahl Profilflansch Edelstahl
(7] Punch Die Material thickness Material thickness Material thickness
Mild steel Profil flange Stainless steel
10 5395000 5380510 T9 - T6
1 5395010 5380540 T9 T8 T6
12 5395020 8350570 T10 T8 T6
13 5395030 5380600 T10 T8 T6
14 5395040 5380630 T13 T13 T9
15 5395050 5380670 T13 T13 T9
16 5395060 5380710 T13 T13 T9
18 5395070 5380750 T13 T13 T9
20 5395080 5380790 T13 T13 T9
22 5395090 5380830 T13 T13 T9
24 5395100 5380870 T12 T8 T9

Ovalloch-Stempel und Matrizen

Oblong punch and die

Materialstarke Materialstarke Materialstarke
I;h Stempel Matrize Baustahl Profilflansch Edelstahl
¢ Punch Die Material thickness Material thickness Material thickness
Mild steel Profil flange Stainless steel
10x15 5395200 5382010 T9 T8 T6
10x20 5395210 5382040 T9 T8 T6
11x16,5 5395220 5382070 T9 T8 T6
12x18 5395230 5382100 T10 T8 T9
13x19,5 5395240 5382130 T10 T8 T9
14x21 5395250 5382160 T13 T13 T9
15x21 5395260 5382200 T13 T13 T9
18x21 5395270 5382240 T13 T13 T9
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